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Specifications

2MP CMOS Image Sensor

PAL/NTSC

1928(H)*1088(V)

0.01 Lux @ (F1.2,AGC ON), 0 Lux with IR
1/25(1/30)s to 1/50,000s

2.8mm, 3.6mm, 6mm, 8mm, 12mm, 16mm optional

Angle of View: 103°(2.8mm), 82.2°(3.6mm), 54°(6mm), 37.7°(8mm), 24.
M12

ICR

Pan: 0° - 360°; Tilt:0° - 90°; Rotate: 0° - 360°
Internal Synchronization

120dB

1080p@25fps/1080p@30fps

1 Analog HD output

>62dB
N
Support )
@
Color/BW/SMART Q\\\N
ATW/ MWB %
Support R

@

Wide Dynamic Range, Dig’t@\bﬁise reduction, Mirror, SMART IR
-40 °C—-60 °C (-40 °F>@\:140 °F), Humidity 90% or less (non-condensing)
12 VDC+15% @

Max. 5W %N

IP66 @

Upé% coax, Protocol: HIKVISION-C (TVI output)
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i Emmx81.6mmx226mm (3.41"x3.23"x8.67")

@;@Approx. 680g (1.5Ib)
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Order Models

DS-2CE16D7T-IT3

Dimensions

86.7mm(3.4")

81.6mm(3.2")

3-$4.2mm(0.17

DS-12807ZJ-XS

Junction Box

Distributed by

Headquarters
No.555 Qianmao Road, Bing
Hangzhou 310051, Chi
T +86-571-8807-59

overseasbusines /ision.com

Hikvision Europe
T +31-23-5542770

saleseuro@hikvision.com

o
Hikvision US 4
T -1909@5@%0

sales.usaf vision.com

a
h38-6902
info.it@hikvision.com

ly Hikvision France
T +33(0]1-85-330-444
info.fr@hikvision.com

Hikvision Singapore
T +65-6684-4718
sg@hikvision.com

salesau@bhikvision.com

226mm(8.9")
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Hikvision Middle East
T +971-4-8816086
salesme@hikvision.com

Hikvision Spain
T +34-91-737-16-55
info.es@bhikvision.com

Hikvision Hong Kong
T +852-2151-1761

X41T

Camera Tester

Hikvision Russia
T +7-495-669-67-99
saleru@hikvision.com

Hikvision Poland
T +48-22-460-01-50
poland@bhikvision.com

Hikvision Canada
T +1-808-895-0400
sales.usa@bhikvision.com
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Hikvision India

T +81-22-28469900
sales@pramahikvision.com
Hikvision UK

T+44-1628-9021-4
support.uk@hikvision.com



