HIKVISION

DS-2CD2352-I
5MP EXIR CMOS Network Dome Camera

Key Features ®
7

&@
® Up to 5 megapixel high resolution @ ® DC12V & PoE
® Electronic shutter @§ ® EXIR Infrared LED
® Dual video streams @% ® Upto30m IR range

N
® Digital Wide Dynamic Range § ® |P66 weather-proof protection
® 3D Digital Noise Reduction\@j ® Mobile Monitoring via EZVIZ P2P or iVMS-4500
L O

® 3-axis adjustment %
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HIKVISION

Specifications /\\

1/3" Progressive Scan CMOS

0.01Lux @ (F1.2, AGC ON), 0 Lux with IR
1/3 s to 1/10,000 s

2.8mm (4mm, 6mm option) @ F2.0
M12

IR cut filter with auto switch

3D DNR

DWDR

Pan:0° - 360°, Tilt: 0° - 75°, Rotation: 0° - 360°

H.264+/H.264 / MIPEG
Main Profile

256 Kbps ~ 16 Mbps

Support \@
©
2560x1920 @

50Hz: 20fps (2560x1920), 25fps (2048x
60Hz: 20fps (2560x1920), 30fps (204;’5&

50Hz: 25fps (352x288, 640x480) @
60Hz: 30fps (352x240, 640x480x
Saturation, Brightness, Contrz djustable by client software or web browser, Mirror, BLC, ROI, Dual

Stream, Anti-Flicker, Privac : Viask,

6), 25fps(1920x1080), 25fps(1280x720)
536), 30fps(1920x1080), 30fps(1280x720)

NAS (Support NFS SN@FS) ANR

Motion DetectlonNmperlng Alarm, Intrusion Detection, Line Crossing Detection, HDD Full, HDD Error,
Network Dlscon@ted IP Address Conflicted

TCP/IP, UDI&MR HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, PPPoE, NTP, UPnP, SMTP, SNMP,
IGMP, 802 oS, IPv6, Bonjour

ONVIF@}OFILE S, PROFILE G), PSIA, CGl, ISAPI

Pas@rd Protection, IP Address Filtering, Anonymous Access, Watermark

&

o
@1 RJ45 10M/100M Ethernet port
Interface Vi

General @

&
& -30°C—-60 °C (-22 °F — 140 °F), Humidity 95% or less (non-condensing)

Operating Conditi

Power Supply DC12V + 10%, PoE (802.3af)
Power Cor\metlon Max. 5.5 W
IR Rang@@ Max. 30 meters

Pr%@%n Level IP66

mnsions ®127x97.5 (5.0” x 3.8”)

Weight 670g (1.5 lbs)
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Order Models

DS-2CD2352-1

Dimension

Camera Accessories

Wall mount

DS-12737J-130-TRL

Distributed by &@
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T +61-2-8599-4233
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Unit: mm

Hikvision Russia

T +7-495-669-67-99
saleru@hikvision.com
Hikvision Spain

T +34-91-737-16-55
info.es@hikvision.com

Hikvision Hong Kong
T +852-2151-1761



