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Key Features

@

©
® Up to 5 megapixel high resolution @ ® DC12V & PoE
® Vari-focus $@® ® Upto30m IR range
® Dual video streams Q&@y ® |P66 weather-proof protection
® Electronic shutter @2@ ® Reset button
® Digital Wide Dynamic R&@ ® -S: Audio/Alarm 10
® 3D Digital Noise Red&@gn ® -Z: Motorized lens
® 3-axis adjustmen@ ® Mobile Monitoring via EZVIZ P2P or iVMS-4500
® Support on—b/@é;@& storage, up to 128GB

<

&

S

Q HIKVISION
X

_



Camera

Image Sensor
Min. lllumination

Shutter Speed

Lens

Lens Mount

Day &Night

DNR

Wide Dynamic Range
Compression Standard
Video Compression
H.264 Type

Video Bit Rate

Dual Streams

Image

Max. Resolution

Main Stream

Sub Stream

Others

Network

Network Storage

Alarm Trigger

Protocols

Standard
General Function
Interface

Communication
Interface

Video Output

On-board Storag&\x

Alarm Interfac \\

Audio Inter cé
Reset Bu<tt

Specifications <\

1/3" Progressive Scan CMOS

@)
0.01Lux @ (F1.2, AGC ON), O Lux with IR f\\\\\&—/
0.014Lux @ (F1.4, AGC ON), O Lux with IR Ve

1/3 s to 1/10,000 s N4
2.8-12mm @ F1.4, -Z: motorized lens uh \Y
014

IR cut filter with auto switch
3D DNR

DWDR N

H.264+/H.264 / MJPEG
Main Profile /&\
256 Kbps ~ 16 Mbps ©

Support \N

2560x1920

50Hz: 20fps (2560x1920), 25fps (2048x<1{
60Hz: 20fps (2560x1920), 30fps ( 20482&5\56),
50Hz: 25fps (352x288, 640x480) /\
60Hz: 30fps (352x240, 640x480)

Saturation, Brightness, Contras aéﬁustable by client software or web browser, Mirror, BLC, ROI, Dual
Stream, Anti-Flicker, Privacy N@g@

25fps(1920x1080), 25fps(1280x720)
30fps(1920x1080), 30fps(1280x720)

OU‘I

NAS (Support NFS SMB/QW}"?/ANR
= \>
Motion Detection, r@perlng Alarm, Intrusion Detection, Line Crossing Detection, HDD Full, HDD Error,
Network Dlsconngetéﬁ IP Address Conflicted
&\\5
TCP/IP, UDP, IGMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, PPPoE, NTP, UPnP, SMTP, SNMP,
IGMP, 802. 1 oS IPv6, Bonjour

ONVIF ( Pc&é?-’ILE S, PROFILE G), PSIA, CGl, ISAPI
Passw@fg Protection, IP Address Filtering, Anonymous Access, Watermark

@

AQ1>RJ45 10M/100M Ethernet port
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1Vp-p composite output (75 Q/BNC)

Built-in Micro SD/SDHC/SDXC slot, up to 128GB
1xalarm /O *only for —=S models

1x audio I/O *only for =S models
Yes
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General Q

Operating Conditions -30°C-60 °C (-22 °F — 140 °F), Humidity 95% or less (non-condensing) <%\V
Power Supply DC12V + 10%, PoE (802.3af) @
Power Consumption Max. 5.5 W ©%

IR Range Max. 30 meters %@/
Protection Level IP66

S
Dimensions 95%x105%258.6 mm (3.74” x 4.13” x 10.18") \@

Weight 1200g (2.6lbs)
N
Order Models §%
DS-2CD2652F-1, DS-2CD2652F-IS, DS-2CD2652F-1Z, DS-2CD2652F-1ZS @>
-S: Audio/Alarm 10, -Z: Motorized Lens SN
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Camera Accessories
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Vertical Pole mount

DS-12757)

Distributed by é@
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Headquarters \}
No.555 Qianmg°Rgad, Binjiang District,

Hangzhou 1, China
7-5998

T +86-571°
overse iness@bhikvision.com

Hikvision Poland
T +48-22-460-01-50
poland@hikvision.com

© Hikvision Digital Technology Co., Ltd. 2015 | Data subject to change without notice |

Hikvision USA
T +1-909-895-0400
sales.usa@hikvision.com

Hikvision India
T +91-22-28469900
sales@pramahikvision.com

Hikvision UK
T +44-1628-8021-4
support.uk@hikvision.com

Junction Box

DS-12607)

Hikvision Europe
T +31-23-5542770
saleseuro@hikvision.com

Hikvision Italy
T +39-0438-6802
info.it@hikvision.com

Hikvision Singapore
T+65-6684-4718
sg@hikvision.com

050306151105

HIKVISION

Hikvision Middle East
T +971-4-8816086
salesme@bhikvision.com

Hikvision France
T +33(0)1-85-330-444
info.fr@hikvision.com

Hikvision Oceania
T +61-2-8599-4233
salesau@hikvision.com

Hikvision Russia
T +7-495-668-67-99
saleru@hikvision.com

Hikvision Spain
T +34-91-737-16-55
info.es@hikvision.com

Hikvision Hong Kong
T +852-2151-1761



