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TD-7514ASL

CAMERA
S
1 MP AHD IR ( Water-proof ) Dome Camera Specifications s
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- 2 Model TD-7514@L
J Specifications 7
Image Sensor 1/4"CMOS /@
\ 4 Image Size 1280 x 720 @/L\@
A
Electronic Shutter 1/50s N"\%4 50000s ((PAL);
1/ 605@ / 50000s ( NTSC )
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Sensor Min. Day&Night Auto WB AGC  Water-proof Mln' |||Um|nat|0n %@X ( IR ON )
illumination
Lens °/ 3.6 mm (2.8 mm optional )
K
Features Lens Mount @ M12
Day & Night @/ ICR
® High resolution, high sensitivity Wide Dy % Range| Digital WDR
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e High transmission performance n?é g
* High light compensation (HLC ) D'g'tal&%ﬁ 2DDNR
%
e DNR An@%djustment Any angle
® White balance <&
GG High Light Yes
° A ompensation
e Backlight compensation (BLC) V'S
e |ICR auto switch, true day / night &@\ Image Settings Sharpen, NR
e 10 ~20m IR night view distance ®@ IR Distance 10 ~20m
® |P66 ingress protection ( optional ) \é@: Water-proof IP66 ( optional )
©@© Power Supply DC 12V
Dimensions i
Working -20°C~50°C, 10 % ~ 90 % humidity
Environment
Dimensions (mm) ®87x108
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TD-YXH0201 TD-YZJ0802  TD-YZJ0402

Available Model

Available Model

TD-7514ASL (P-D/IR1)

TD-7514ASL (N-D/IR1)
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