HIKVISION

DS-2CE56D8T-VPIT3ZE
2 MP Ultra-Low Light POC Camera
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Key Feature

® 2 MP, 1920 x 1080 resolution @Q
v
® Ultra-Low Light &
@
® 130dBtrue WDR, 3D DNR é@?@
AN

® 2.7 mm to 13.5 mm varifocal lens, au@%ocus
AN
® Smart IR, up to 60 m IR distance %§%
AN

www.hikvision.com

® Power over coaxial @§@
&
® |P67,1K10 \\@
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HIKVISION

Camera
Image Sensor

Signal System
Frame Rate

Resolution

Min. lllumination
Shutter Time

Slow Shutter

Lens

Horizontal Field of View
Lens Mount

Day & Night

WDR (Wide Dynamic Range)
Angle Adjustment
Menu

Image Mode

AGC

Day/Night Mode

White Balance

AE (Auto Exposure) Mode
Privacy Mask

Motion Detection

Noise Reduction
Language

Function

Interface

Video Output

General

Operating Conditions
Power Supply

Power Consumption

Protection Level

Material Q
S
IR Range \A
@
Communication {; Q
Dimensions Q\@
Weight /@
X@
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Specification /\;@\

2 MP CMOS

PAL/NTSC
PAL: 1080p@25fps @
NTSC: 1080p@30fps "

1920 (H) x 1080 (V)
0.003 Lux @ (F1.2, AGC ON), O Lux with IR S

PAL: 1/25 s to 1/50, 000 s 9
NTSC: 1/30 s to 1/50, 000 s

Max. 16 times
2.7 mm to 13.5 mm motorized, auto focus
103°to 32.1°

A
014 a
ICR S
>130dB

WDR/BLC/HLC/Global ~ «¥

4 programmable prlvacw\asks
(&

4 programmable motion areas

3D DNR ) \%@

Brightness,@iﬁrpness, Mirror, Smart IR
&

1HD g@§log output

@\g

g
é\“& °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensing)

English

7
@12 VDC + 25%/PoC.af

Max. 7 W

IP67, IK10

Metal

Upto60m

HIKVISION-C

® 145.2 mm x 124.1 mm (D 5.72" x 4.89")
Approx. 650 g (1.43 Ib.)
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83.5 mm (3.3")

(33

85.3 mm (3.36")

Order Model
DS-2CE56D8T-VPIT3ZE
Dimension
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Accessory

DS-12737J-140

Wall Mount

Distributed by

DS-12417)

In-Ceiling Mount

DS-12737J-140B DS-12757J-SUS

Wall Mount Vertical Pole Mount

DS-12407) o\© S-12537J-L

9
Inclined Ceiling Mount ® Rain Shade
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No.555 (ianmo Road, Binjiang District, @%

Hangzhou 310051, China
[ +86-571-8807-5998

overseasbusines

Hikvision USA
I +1-809-895-040(

sales.usa@hikvi >iy|‘v_u;@7

Hikvision UK 8 Ireland
I +01628-802140

om sales.uk@hikvision.com

7 Hikvision Italy Hikvislon South Africa
@ I +39-0438-6802 Tel: +27 (10] 0
om @hikvision.com sale.africa@nik com
Hikvision Brazil Hikvision France
T+91-22-2 00 T +55 11 3318-005¢ +33(0]1-85-330-450
sales@pregranikvision.com Latam.support@hi on.com
Hikvlsie@anada Hikvision Hikvision Kazakhstan
T +1385-200-669( T +90 (21 7074 T +7-727-9730667
sa anada@hikvision.com sales. m nikia on.r
Hikvision Thailand Hikvision Malaysia Hikvision Vietnam
+BB2-275-9949 T +601-7652-2413 T +8¢
ikvision.co S kvision.com sal

| @
Ds-1}@621-sus
C ©er Mount
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Hikvision UA
[ +971-¢
salesme

Hikvision Russia

T +7-495-669-67-99

saleru@hikvision.com
Hikvislon Korea
-(0)31-7

sales.korea@

vision.com

Hikvision Spain

T +34-91-737-16-55

Hikvision Poland
T +48-22-460-01-50
nfo.pl@hikvision.corr

Hikvision Tashkent Hikvision Indonesia
( 38-9438 T +62-21 :

s.Indonesia@hikvi

HIkvision_Hong Kong

Hikvision Colombia
sales.colombia@hikv

sion.com

010000181220



