DS-2CE16HST-ITF
5 MP Ultra-Low Light Camera
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® 5 MP high performance CMOS ol
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® 2560 x 1944 resolution &
©
® 2.8mm, 3.6 mm, 6 mm fixed lens ©§\
&
® EXIR 2.0, smart IR, up to 30 m IR distay ce
X
® OSD menu, 3D DNR, 130 dB true R
@
® 4in1video output (switchablI/AHD/CVI/CVBS)
©
® P67 @9\
B
® Up the coax (HIKVISIO%%%)
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Camera
Image Sensor
Signal System
Resolution

Min. lllumination

Frame Rate

Shutter Time

Lens

Horizontal Field of View
Lens Mount

Day & Night

Angle Adjustment (Bracket)
Synchronization

WDR (Wide Dynamic Range)
Menu

AGC

Day/Night Mode

White Balance

BLC (Backlight Compensation)
WDR

3D DNR

Privacy Mask

Motion Detection
Language

Functions

Interface

Video Output

Switch Button

General A@Q
Operating Conditions @

Power Supply

Material Pl

IR Range Q°
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Specification

5 megapixel progressive scan CMOS 4\\
PAL/NTSC ”v@
2560 (H) x 1944 (V) &
Color: 0.003 Lux@(F1.2, AGC ON), 0 Lux with IR

AHD: 4 MP@25fps 4 MP@30fps 5 MP@ZOfps AN
CVI: 4 MP@25fps, 4 MP@30fps NS
CVBS: PAL, NTSC el
PAL: 1/25 s to 1/50,000 s A
NTSC: 1/30 s to 1/50,000 s Ay

2.8 mm, 3.6 mm, 6 mm fixed lens S
98° (2.8 mm), 78° (3.6 mm), 48° (6 mm) %
M12 S
IR cut filter Q\{
Pan: 0° to 360°, Tilt:0° to 180°, Rotate: 0° t
Internal synchronization @
>130dB ,f“f

Yes
Yes

Yes

Level 1to 9

4 programm@ privacy masks

4 program(éable areas

Engllsl'/ldoﬂ

Brl@ﬁ;\ﬁess Sharpness, 3D DNR, Mirror, Smart IR

é@

'@{1 HD analog output

TVI/AHD/CVI/CVBS

-40 °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensing)

12 VDC +25%
*You are recommended to use one power adapter to supply the power for one camera.

Max. 5.8 W

IP67

Metal

Upto30m

Up the coax, Protocol: HIKVISION-C (TVI output)

58 mm x 61 mm x 158.6 mm (2.28" x 2.40" x 6.42")
Approx. 320 g (0.71 1b.)



Order Model

DS-2CE16H8T-ITF

Dimension

158.6 mm (6.42" )

80.6 mm (3.35")

7 (2.17")

Y
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/{‘,;f‘\\ ® 55 mm

)

58 mm (2.28")

~ (276!l)m

Accessory

DS-1280ZJ-XS
Junction Box

Distributed by

-
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Headquarters S
No.555 Qianmo Road, Binjiang District, @
Hangzhou 310051, China §

[ +86-571-8807-5998 2
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Hikvision Russia

T +7-495-669-67-99
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Hikvision Indonesia
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