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Specification
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8.29 megapixel progressive scan CMOS @
TVI: 8MP@12.5fps, 8BMIP@15fps, 5SMP@20fps, 4AMP@25fps, 4AMP@30fps, ZMF@?Sfps
2MP@30fps Y WQ

CVI: 8BMIP@12.5fps, BMP@15fps Q%

AHD: 8M@12.5fps, 8M@15fps Q\/
CVBS: 960H P/N .S
3840 (H) x 2160 (V)

Color: 0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR A

PAL: 1/12.5s to 1/50, 000 s
NTSC: 1/15 s to 1/50, 000 s

2.7 mm to 13.5 mm motorized vari-focal lens
108.1° to 45.6°
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IR cut filter /
Pan: 0° to 360°; Tilt: 0° to 75°; Rotate: 0° &9&60
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Yes 2

Auto/Color/BW (Black anq@h.te)

Auto/Manual @f
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Brightness, S@mess DNR, Mirror, Smart IR, HLC

1HD ani@@ output

TVI/A@/CVI/CVBS
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&\% °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation)
7

&@ 9VDCto 15VDC

@' *You are recommended to use one power adapter to supply the power for one camera.

Max. 8.6W
P67
Metal

Upto60m

Up the coax, Protocol: HIKVISION-C (TVI output)
134.3 mm x 123.86 mm x 110.24 mm (5.29" x 4.88" x 4.34")
Approx. 580 g (1.28 Ib.)
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Accessory

DS-12737J-130-TRL
Wall Mount

DS-12817)-M

Inclined Ceiling Mount &
AN
Distributed by %%
M @;\ o
N
@
&
©
o
b@
S
7
L & _

HIKVISION

Headquarters

DS-12757J-SUS
Vertical Pole Mount

N0.555 Qianmo Road, Binjiang Distgﬁ?

Hangzhou 310051, China
T +86-571-8807-5998

Uuerseasbusimess@mkvis{c-%am
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Hikvision USA @@7
T +1-909-895-0400 7

sales.usa@hikvisig 7%"0
Hikvision Italy
I +39-0438-&¢

info.it@hiky ;\wn.com
.

Hikvisip@%gapore

T +65-458%-4718

HRvision.com

Hikvision Africa

T +27 [10) 0351172
sale.africa@hikvision.com

DS-1276ZJ-SUS
Corner Mount @
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Hikvision Europe
T +31-23-55-42-770

info.eu@hikvision.com

Hikvision Oceania
T +61-2-8598-4233

salesau@bhikvision.cor

Hikvision Hong Kong
T +852-2151-1761

Hikvision Middle East
I +971-4-8816086
salesme@hikvision.com

Hikvision Spain
T +34-91-737-16-55
info.es@hikvision.com

Hikvision Canada
I+1-9 395-0400
sales.L ikvision.com
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Hikvision Russia
T +7-495-668-67-99
saleru@hikvision.com

Hikvision Poland
8-22-460-01-50
poland@hikvision.com

Hikvision Korea
+82-31-731-8841
sales.korea@hikvision.com

HIKVISION

DS-12807J-M
Junction Box

Hikvision India
T +91-22-28469900
sales@pramahikvision.com

Hikvision UK
T +01628-902140
support.uk@hikvision.com

Hikvision Brazil
T+55 11 3318-0050
Latam.support@hikvision.com
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