HIKVISION

DS-2CE19U1T-(A)IT3ZF
8 MP Bullet Camera
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Key Features

® 8.29 MP high performance CMOS IS
® Auto focus \@
&
® 3840 x 2160 resolution Q@
. N
® 2.7mm to 13.5 mm motorized va@ocal lens
@

® EXIR 2.0, Smart IR, up to 80 m@distance
o3

® 0SD menu, DNR @\\@
@
® 4in1video output (sw@able TVI/AHD/CVI/CVBS)
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®  Up the coax (HI@I@ISION—C)
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www.hikvision.com



Camera

Image Sensor

Frame Rate

Resolution

Min. illumination
Shutter Time

Lens

Horizontal Field of View

Lens Mount

Day & Night

Angle Adjustment

Synchronization

DWDR (Digital Wide Dynamic Range)
Menu

AGC

D/N Mode

White Balance

BLC

DWDR (Digital Wide Dynamic Range)
Functions

Interface

Video Output

Switch Button

General

Operating Conditions

HIKVISION

Specification
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8.29 megapixel progressive scan CMOS
TVI: 8MP@12.5fps, 8BMIP@15fps, 5SMP@20fps, 4AMP@25fps, 4AMP@30fps, ZM@ Sfps,
2MP@30fps

CVI: 8BMIP@12.5fps, BMP@15fps Q%
AHD: 8M@12.5fps, 8M@15fps Q\/
CVBS: 960H P/N

3840 (H) x 2160 (V)

Color: 0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR

PAL: 1/12.5s to 1/50, 000 s
NTSC: 1/15 s to 1/50, 000 s

2.7 mm to 13.5 mm motorized vari-focal lens
108.1° to 45.6°

014

IR cut filter /
Pan: 0° to 360°; Tilt: 0° to 90°; Rotate: 0° &9&60

Internal synchronization

&\;
@ =
105 dB °
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Yes 2
Auto/Color/BW (Black anq@h.te)
Auto/Manual @f
X
Yes §
N
Yes 2

TVI/A@/CVI/CVBS
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&\% °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation)
7

&@ 9VDCto 15VDC

Power Supply
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Power Consumption $

Protection Level

Material

IR Range
Commum tion
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-A: 9.6 VDC to 14.4 VDC; 19.2 VAC to 28.8 VAC

*You are recommended to use one power adapter to supply the power for one camera.

Max. 8.6 W
-A: Max. 10.8 W

P67

Front cover: Metal
Main body: Plastic
Bracket: Metal

Upto80m

Up the coax, Protocol: HIKVISION-C (TVI output)
84.5 mm x 92 mm x 255.1 mm (3.33" x 3.62" x 10")
Approx. 695 g (1.53 Ib.)
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Order Model

DS-2CE19U1T-IT3ZF, DS-2CE19U1T-AIT3ZF

Dimension
92 mm (3.62") 255.1 mm (10")
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155 mm (6.1")
240.7 mm (9.47")
Accessory
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DS-12807J-S DS-12757J-SUS

DS-12762J-SUS
Junction Box Vertical Pole Mount o\@@\ Corner Mount
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Headquarters

N0.555 Qianmo Road, Binjiang DistritN,
Hangzhou 310051, China
T+86-571-8807-5998 @
r)uerseashusimesz—:@m’kvism-@%ﬁm
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Hikvision USA @@7 Hikvision Europe Hikvision Middle East Hikvision Russia Hikvision India

T +1-909-895-0400 7 +31-23-55-42-770 I +971-4-8816086 T +7-485-668-67-99 T +91-22-28469900
ikvisigg&Zom info.eu@hikvision.com salesme@hikvision.com saleru@hikvision.com sales@pramahikvision.com

Hikvision taly§ Hikvision Poland Hikvision UK

T +39-( T +48-22-460-01-50 T +01628-902140

info.it@ GNgISN.com poland@hikvision.com support.u /ision.com

Hikvisiur@%gapore Hikvision Korea Hikvision Brazil

I +btxg@é -4718 +82-31 38 T+55 11 3318-0050

sg@Krvision.com sales.korsa@ ion.com
Hikvision Africa Hikvision Hong Kong

I +27(10) 0351172 T +852-2151-1761

sale.africa@hikvision.com
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