HIKVISION

DS-7600NI-K1/P (B) SERIES NVR

Features and Functions

HD Input

e H.265+/H.265/H.264/H.264+ video formats
e Connectable to the third-party network cameras @Q
e Up to 8 IP cameras can be connected \Q/
e Recording at up to 8 MP resolution N

e Supports live view, storage, and playback of the connected c&@%ra at up to 8 MP resolution
HD Output of
e HDMI/VGA simultaneous output (DS-7604NI-K1/4P (B))§/

e HDMI and VGA independent outputs (DS-7608NI-K10/ B))
e HDMI Video output at up to 4K (3840 x 2160) res%@on

HD Storage %%'

e 1 SATA interface connectable for recording an Q\ackup

e H.265+ compression effectively reduces thg%{torage space and costs by up to 75%

HD Transmission $/©

o 1 self-adaptive 10/100/1000 Mbps nork interface

e 4/8 independent PoE network inti@g@ces are provided

Various Applications <

e Centralized management of cameras, including configuration, information import/export, real-time information
display, two-way audio, up%gde, etc.

e Connectable to smart IPﬁmeras from Hikvision and the recording, playing back, and backing up of VCA alarms can be
realized &@\(?

e VCA detection alar@rg% supported

e Instant playbackr assigned channel during multi-channel display mode

e Smart search fgr the selected area in the video; and smart playback to improve the playback efficiency

e Hik-Connectsfor easy network management

www.hikvision.com
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Specifications

Model
Video/Audio IP video input
input
Two-way audio
Incoming bandwidth
Network
Outgoing bandwidth
Recording resolution
HDMI output
resolution
Video/Audio
output
VGA output
resolution
Audio output
Decoding format
Live view / Playback resolution
Decoding
Synchronous playback @\
- -Q
Capability @
Network Network protocols &
management @
Ny
SATA &
Hard disk &
Capacity &
S
External Network |nterf@\
interface UsB |nterfa(;é\
@
&
Interfage
&U
POE Interface &
P@Qér
andard
&
@
& Power supply
/@ Power
@
§ Consumption(without hard disk)
\\T\ Working temperature

Working humidity
Chassis
Dimensions(W x D x H)

Weight(without hard disk)

DS-7604NI-K1/4P (B)

4-ch

Up to 8 MP resolution
1-ch, RCA (2.0 Vp-p, 1 k Q)
40 Mbps

80 Mbps

8-ch

o
8 MP/6 MP/5 MP/4 MP/3 MP/1080p/u§&A
/720p/VGA/4CIF/DCIF/ 2Cl F/CIF/QCIE%

1-ch, 4K (3840 x 2160)/30Hz,
1920 x 1080p/60Hz, 1600 x

1200/60Hz, 1280 x ;

1024/60Hz, 1280 x 720/60Hz¢
1024 x 768/60Hz; o
HDMI/VGA 3

smultaneq\ws
output %

1-ch, 1920 x 1080sz,
1600 x 1200/60Hz,;1280 x
1024/60Hz, 1280% 720/60Hz,
wa%WW&

HDMI/VGA XS|multaneous
output C{%

1-ch, R(ii»((Llnear 1KQ)

x
%
Qch 4K (3840 x
/72160 /30Hz 1920 x
1080p/60Hz, 1600 x
1200/60Hz, 1280 x
1024/60Hz, 1280 x
720/60Hz, 1024 x 768/60Hz

1-ch, 1920 x 1080p/60Hz,
1280 x 1024/60Hz, 1280 x
720/60Hz, 1024 x 768/60Hz

H. 26§/H 265+/H.264/H.264+/MPEG4
S/WIP/G MP/5 MP/4 MP/3 MP/1080p/UXGA

1-ch @ 8 MP / 4-ch @ 1080p

/;@720p/VGA/4CI F/DCIF/ 2CIF/CIF/QCIF

8-ch

TCP/IP, DHCP, Hik-Connect, DNS, DDNS, NTP, SADP, SMTP,

NFS, iSCSI, UPnP™, HTTPS
1 SATA interface

Up to 6TB capacity for each disk

1, RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface

2 xUSB 2.0

4, RJ-45
self-adaptive
interface

10/100  Mbps

Ethernet
<50W

IEEE 802.3 af/at

48 VDC

<65 W

<10 W (without enabling PoE)
-10 to +552 C (+14 to +1312 F)
10t0 90 %

1U chassis

8, RJ-45 10/100 Mbps
self-adaptive Ethernet
interface

<75W

<90W

315 x 240 x 48 mm (12.4" x 9.4" x 1.9")

<1kg(2.21b)
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Index Description Index | Description §
Network Interfaces with PoE function /Q
/
1 (4 interfaces for DS-7604NI1-Q1/4P and 8 | 6 LAN Network Interfa@@
interfaces for DS-7608NI-Q1/8P)) @
2 AUDIO IN USB 2.0 |nterfa§é
3 AUDIO OUT 8 48VDC powS@’supply
4 VGA Interface 9 Power Sé@ch
5 HDMI Interface 10 GND@@
7/
Q
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Available Models &
&
DS-7604NI-K1/4P (B), DS-7608NI-K1/8P (B) %@@
©
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Headquarters @%
N0.555 Qianmo Road, Binjiang Di %tr@%
Hangzhou 310051, China N)
T +86-571-8807-5998 N
uve'seasbuswness@h'kms'\ur‘»&@-m
Hikvision Europe Hikvision Middle East Hikvision Russia Hikvision India
T+3 -42-770 T+971-4 T+7
info.eu@hikvision.com salesme@hik 1.com saleru@ 5i0n.com
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