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Embedded NVR
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Key features

* Third-party network cameras supported

* Up to 5 Megapixels resolution recording

* HDMI and VGA output at up to 1920x1080P
resolution

* 4/8/16-ch network cameras can be connected with
25M/50M/100M incoming bandwidth

* Up to 2 SATA interfaces

* Support network detection, including network delay,
packet loss, etc.
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Video/Audio input

IP video input
Two-way audio input
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1920 x 1080P /60Hz, 1600 x 1200 /60Hz, 1280 x 1024 /60Hz, 1280 x 720 /60Hz, 1024 x 768 /60Hz

1-ch, RCA (Linear, 1kQ)

5MP/3MP/1080p/UXGA/720p/VGA/ACIF/DCIF/2CIF/CIF/QCIF

16-ch@4CIF, 16-ch@4CIF,
scheroppr  SNOTER iacheraop,  FNETER i2characp,
6-ch@1080P 6h@1080P

1 SATA interface for 1 HDD 2 SATA interface for 2 HDDs

Up to 4TB for each disk

1 RJ-45 10/100 /1000 Mbps self-adaptive Ethemet interface
1xUSB2.0and1xUSB3.0
4/1

12vDC

< 10w

-109C ~ +55 °C (+14 °F~ + 131 °F)
10%~90%

1U chassis 380 chassis
315 x 230 x 45 mm (124 x 9.0 x 1.8 inch) ﬁf‘c%)x 200 x 43mm (15.0 x11.4x 1.9

Weight(without hard disk) < 1 kg

www. hikvision.com



