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Descriere

DORCAS-SW99-2-AbDF+25c este o yala electromecanica 
incastrabila rezistenta la apa IP65, cu buton de deblocare.
Vine echipata cu cablu de alimentare flexibil cu mufa rezistenta 
la apa.
Consum scazut de energie, buton de deblocare, memorie 
mecanica, zavor ajustabil si radial, simetrica, reversibila.

DORCAS-SW99-2-AbDF+25c
Yala electromecanica incastrabila rezistenta la apa, IP65, buton 
de deblocare, memorie mecanica

Dimensiuni

Schema de instalare

Specificatii tehnice

•Forta de retinere:  330Kgf
•Alimentare:  10~24Vcc/Vca
•Consum:   320mA/12Vcc, 640mA/24Vcc 
   275mA/12Vca, 540mA/24Vca 
•Actionare:  Impuls temporizat
•Mod functionare:  Fail-secure (inchis fara alimentare)
•Caracteristici:  Buton de deblocare, zavor radial,  
   zavor ajustabil, reversibila,
   memorie mecanica, simetrica
•Temperatura:  -25°C ~ +40°C
•Dimensiuni:  74.5(H)x25.5(A)x16(L)
•Testata la :  200.000 de deschideri
•Compatibilitate suporturi: EZR-25, EZH-25, EZH-4C, B, B-X, GU,  
   F101-L, F102-R, LX-22, LX-25

EEE FAC OBIECTUL UNEI 
COLECTARI SEPARATE 

Observatii
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Kép

Specifikációk

•Tápfeszültség   10-24 V AC/DC
•Áramfelvétel   280 mA (12V esetén)
•Tartóerő    8 000 N
•Átlagos élettartam  200 000 nyitás

Leírás

Tulajdonságok

A DORCAS elektromos zárfogadók kiváló minősége és 
alacsony ára teszi a márkát vonzóvá. 
A DORCAS 99SW sorozat  a cseppálló (IP65)-ös, keskeny, ala-
csony, szimmetrikus típusait jelöli. Radiális nyelvkialakításá-
nak hála a zárnyelv saját tengelye körl fordul el, (nem kidől) 
így olyan helyekre is szerelhető, ahol a zárfogadó nem az ajtó 
tokjának széléhez esik.

•Működési mód:  Normál (Feszültségre nyit)
•Állítható zárnyelv:  Igen
•Radiális zárnyelv:  Igen
•Nyitási memória:  Van, külső lemezes
•Kikapcsolhatóság:  Van
•Cseppálló:  IGEN (IP65)
•Tűzálló:   Nem
•Visszajelzés:  Nincs
•Előfeszített ajtó esetén: Nem használható

DORCAS-SW99-2-AbDF+25C

Elektromos zárfogadó -cseppálló (IP65)

Műszaki rajz

Karbantartás és garancia

A DORCAS zárak időszakos karbantartást nem igényel,
amennyiben a zár nyitása nehézkessé válik, úgy a fedlap alatt
található részen a zsírozás frissítése ajánlott. Ezt leszámítva
a termék nem igényel rendszeres karbantartást.

Szerelési útmutató

Készítette: Sipos Péter
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99 SERIES
Special version of 99 with IP65 fullfillment.

The electric system has been isolated to guarantee the funcionment in water 
and dust condi�ons. Provided with an isolated connector with different wire 
lengths: 25 cm, 50 cm, 1 m, 2 m.

Adi�onally, materials have received an�-corrosive threatments.

The new waterproof system is available in all the usual voltage range op�ons 
with special connector and wire.

INSTALLATION PROPERTIESTECHNICAL DRAW

AVAILABLE COILS

Installa�on

Simmetrical

Reversible (DIN LEFT / DIN RIGHT)

High

Width

Depth

Jaw depth

Flex jaw adjust

Flush Suitable Faceplates

Yes

Yes

Outside installa�on Yes (IP65)

74,50 mm

16 mm

25,50 mm

8mm

3mm

Electrical tested cycles

Temperature range

Holding force

200.000

-25 / 40ºC

330 Kg

S
M

Model

L
P
G

Stainless steel

Coil resistance (Ω)

VAC Current consump�on (mA)

VDC Current consump�on (mA)

Kept working range in VDC (V)

Electric duty cycle (%ED)

Max. preload opening VAC (N)

Max. preload opening VDC (N)

10-24
VAC-VDC

38

230 (10V)
275 (12V)

*Coil tolerances ± 3% Ω
*Electric duty cycle in base to 10” (ej. 100% ED = 10”)

Func�on FAIL
SECURE

540 (24V)
270 (10V)
320 (12V)
640 (24V)

11-13

30% ED / 
100% ED 
(12Vdc)

250 (12V)
360 (24V)

6-12
VAC-VDC

8

600 (6V)

700 (6V)
1500 (12V)

FAIL
SECURE

1200 (12V)

8-12
VAC-VDC

17

370 (8V)

470 (8V)
750 (12V)

FAIL
SECURE

620 (12V)

24
VAC

58

330

FAIL
SECURE

24(424)
VDC

132

200

FAIL
SECURE

100% ED

23-24

30% ED30% ED 30% ED

10-24
VAC-VDC

43

195 (10V)
240 (12V)

FAIL
SECURE

475 (24V)
240 (10V)
300 (12V)
590 (24V)

11-13

30% ED / 
100% ED 
(12Vdc)

250 (12V)
360 (24V)

Fail Secure

Adjustable jaw latch (Flex)

Unlatching mechanism (D) 

Monitoring (305)

Diode

NF NDF

AVAILABLE  VERSIONS

Monoblock latch

Fail Safe

AF ADF ABF ABDF

TOP Cover 

Double TOP Cover

S22
L22
P22

Included func�on

Op�onal func�on
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